
Material:
Thermally processed
PVC granules

Production:
Under high hydraulic pressure
in closed forms

Descripton:
- high mechanical resistence
- chemical resistence
- heat isolation, a thermal profit

up to 2oC
- anti-slippery surface
- easy to assemble and easy

to maintain
- permament or temporary using
- available for both interiors and exteriors
- ergonomical and variable
- ideal for uneven or badly adaptable surfaces
- safe and comfortable walking
- easy to manipulate heavy loads

upon this surface
- wide choice of patterns
- purchasing cost reduced

by up to 40%
- low price

WE ARE BOTH THE TRADE AND TECHNOLOGICAL COMPANY DEALING SOME
COMPONENTS AND SERVICES IN A FIELD OF VARIABLE INDUSTRIAL FLOOR

SURFACES MADE OF TECHNICAL PLASTICS AVAILABLE FOR VERSTAILE PURPOSES

Variable PVC Floors

Stony
Interior perforated

Vertical

Various patterns
Thickness from 12mm to 43mm

Examples how to use the floor PVC tiles

The best for using in industrial operation halls, garages,
agricultural premises, sport and parkur areals, fair grounds,
warehouses, public open areas and many others.

Production Sale Assembly
These products pass the certification ISO 9001:2000

Slip
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